Coil & Cable Heaters

OEM Replacement Heaters

Tempco Replacement Heaters for OEM Hot Runner Systems

Square Cable Heaters

Design Features
- 300 Watts, 240 Volts
- .100" square 304 Stainless Steel M.I. cable
- 3/8" ID × 2" stretched width
- Termination Type S1
- Lead Orientation LO1 with 3/4" reference cold length
- 48" of leads and 6" fiberglass sleeve
- Built-in Type J ungrounded thermocouple junction at tip of the heater
- Adapter Size: 1/4" O.D. × 7/8" long

Design Features
- 300 Watts, 240 Volts
- .132" square 304 Stainless Steel M.I. cable
- .997" ID × 1.12" nominal closed width
- Termination Type S1
- Lead Orientation LO1 with zero reference length and 1" cold tail length
- 10 feet of leads and 2" fiberglass sleeve
- Adapter Size: 1/4" O.D. × 1" long

Design Features
- 200 Watts, 240 Volts
- .132" square 304 Stainless Steel M.I. cable
- .747" ID × 1" nominal closed width
- Termination Type S1
- Lead Orientation LO1 with zero reference length and 1" cold tail length
- 10 feet of leads and 2" fiberglass sleeve
- Adapter Size: 1/4" O.D. × 1" long

Tubular Hot Runner Mold Heaters

See page 10-13 in the Tubular Heater Section.